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W Anne Arundel Co. = 9. THE CONTRACTOR SHALL NOT CUT MAST ARM AS INDICATED ON PLANS UNTIL MAST ARM POLE LOCATION IS FINALIZED.
e . 10. PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A PERSON IN A WHEELCHAIR REACHING
— Fire Dept 31 FF C LESS THAN 18” FROM A 60" x 60” LEVEL LANDING AREA WITH A CROSS SLOPE QOF LESS THAN OR EQUAL TO 2%.
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TO 1695 ; 12, PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING FOR WHICH THEY ARE INTENDED.
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| 14,ALL SIDEWALK RAMPS SHALL BE INSTALLED AS PER STANDARDS MD 655.11 AND MD 655.12.
15, INSTALL CONDUIT PRIOR TO THE INSTALLATION OF PAVEMENT MARKINGS.
16.ALL HANDHOLES SHALL BE INSTALLED AT FINAL GRADE.
| 17.THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING SIDEWALKS CAUSED BY THE INSTALLATION OF SIGNAL EQUIPMENT.
18.REFER TO SHEET 2 FOR DIMENSIONS OF SIGNAL EQUIPMENT AND PAVEMENT MARKINGS WITHIN INTERSECTION.
\ / 7 e s 19,REFER TO SHEET 2 FOR UTILITY HEIGHTS WITHIN INTERSECTION.
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A. INSTALL CONCRETE FOUNDATION WITH A 16.5 FT. (15'-0" T) STEEL POLE WITH A 70 FT. MAST = 7 \
ARM» TRAFFIC SIGNAL HEADS. SIGNS. COUNTDOWN PEDESTRIAN SIGNAL HEAD AND VIDED DETECTION V]
CAMERAS AND OPTICOM DETECTOR EYE MOUNTED ON MAST ARM, (INSTALL 1-2 IN, AND 1-4 IN. - % E— TO 1895
SCHEDULE 80. 90 DEGREE PVC ELECTRICAL CONDUIT BENDS IN POLE BASE). 3
B. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH A 38 E£T. MAST ARM, TRAFFIC
SIGNAL HEADS, SIGNS, COUNTDOWN PEDESTRIAN SIGNAL HEAD. VIDEO DETECTION CAMERA MOUNTED ’
ON MAST ARM AND 15 FT. STREET LIGHTING ARM WITH A 250 WATT HIGH PRESSURE SODIUM VAPOR ;
‘a‘éﬁéé‘“%ﬁﬁﬁ»gté”él’éé% 1=2 IN. AND 1-4 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT A SPECIAL NOTES:
C. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH A TWIN 50 FT./70 FT. MAST ARMS.
TRAFFIC SIGNAL HEADS, SIGNS. COUNTDOWN PEDESTRIAN SIGNAL HEADS. VIDEQ DETECTION CAMERAS . Q 1. THE CONTRACTOR SHALL NOT BLOCK VIEW OF EXISTING
MOUNTED ON MAST ARM AND 15 FT- STREET LIGHTING ARM WITH A 250 WATT HIGH PRESSURE SODTUM ST Nl = SIGNAL INDICATIONS DURING INSTALLATION OF MAST ARM.
VAPOR LUMINAIRE. (INSTALL 1-2 IN. AND 1-4 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL %] IF NEW MAST ARM CANNCT BE INSTALLED DUE TO CONFLICT
D. INSTALL CONGRETE FOUNDATION WITH 5 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY BASE B WITH EXISTING SIGNAL INDICATIONS OR SPAN WIRES. A
STANDARD NO- MD 801.01-01, AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARROW ' gl o SIGNAL OUTAGE SHALL OCCUR DURING NON-PEAK HOURS
POINTING RIGHT AND R10-3(1) SIGN. (SIGN TO READ “PUSH BUTTON TO CROSS E. 11TH AVE”). {INSTALL EAL @ AS DIRECTED BY THE ENGINEER.
E. INSTALL CONCRETE FOUNDATION WITH § FT. STEFL PEDESTAL POLE WITH MODIFIED DREAKAWAY BASE S =
" STANDARD NO. MD 801.01-01. AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARROW T” e e pcal g | O 311 2. CONTRACTOR SHALL USE CAUTION WHEN INSTALLING SIGNAL
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F. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY = e
BASE STANDARD NO. MD 801.01-01, COUNTDOWN PEDESTRIAN SIGNAL HEAD, AUDIBLE/TACTILE PEDESTRIAN g b e o J LOCATION AND DEPTH OF UNDERGROUND UTILITIES PRIOR TO
PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING LEFT AND R10-3(1) SIGN. (SIGN TO READ a0 | @ = INSTALLING SIGNAL EQUIPMENT.
PUSH BUTTON TO CROSS RITCHIE HIGHWAY”). (INSTALL 1-2 [N. SCHEDULE 80. 90 DEGREE PVC 0 3 Hi 3 iz
ELECTRICAL CONDUIT BEND IN PEDESTAL BASE). Vv \ , =2
G. [NSTALL CONCRETE FOUNDATION WITH 5 FT. STEEL PEDESTAL POLE WITH MADIFIED BREAKAWAY BASE e EEE v
STANDARD NO. MD 801.01-01, AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING ARRQW I A S LA ) B )
POINTING RIGHT AND R10~3(1) SIGN. (SIGN TG READ “PUSH BUTTON TO CROSS RITCHIE HIGHWAY”). (INSTALL e, S TCARM T
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H. INSTALL CONCRETE FOUNDATION WITH 5 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY BASE BB wedl A\
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1-2 [N. SCHEDULE B80. 90 DEGREE PVC ELECTRICAL CONDUIT BEND IN PEDESTAL BASE ). ’ DEPARTMENT OF TRANSPORTATION
J. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY BASE STATE HIGHWAY ADMINISTRATION
STANDARD NO. MD 801.01-01. COUNTDOWN PEDESTRIAN SIGNAL HEAD. AUDIBLE/TACTILE PEDESTRIAN
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CINSTALL 3-2 IN. AND 2-4 IN. SCHEDULE 80. 90 DEGREE PVC ELECTRICAL CONDULT BENDS IN CABINET BASE.) EE. REMOVE EXISTING BASE MOUNTED CABINET AND CONTROLLER. REMOVE FOUNDATION 12 IN. BELOW GRADE AND BACKFILL. WHITMAN, REQUARDT MD 2 (Ritchie Highway) and 1ith Avenue
BENDS IN PEDESTAL BASE. . : FF. INSTALL SIDEWALK RAMP SEPARATION ISLAND. (SEE SHEET TSP—2 FOR DETAILS) ) ) ’ Brooklyn Park, MD
M.  INSTALL HANDHBLE: GG, REMDVE EXISTING STRAIN POLE AND ALL ASSOCIATED EQUIPMENT. REMOVE FOUNDATION 12 IN. BELOW GRADE AND BACKFILL. 801 South Caroline Street, Baltimore, Maryland 21231 !
N.  INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. HH. REMOVE EXISTING STRAIN POLE AND ALL ASSOCIATED EQUIPMENT. REMOVE FOUNDATION 12 IN. BELOW GRADE AND BACKFILL.
P, INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — SLOTTED. :
0. INSTALL 4 IN. SCHEDULE 80, PVC ELECTRICAL CONDUIT - TRENCHED FOR PROPOSED UNDERGROUND ELECTRICAL SERVICE. JJ. REMOVE EXISTING STRAIN POLE AND ALL ASSUCIATED EGUIPMENT, REMOVE FOUNDATLON 12_IN. BELOW _GRADE AND BACKFILL. GEQMETRIC LEGEND APPROVALS REVISIONS TRAFFIC SIGNALIZATION PLAN
R. INSTALL 2 IN. SCHEDULE 80, PVC ELECTRICAL CONDUIT - TRENCHED FOR PROPOSED UNDERGROUND ELECTRICAL SERVICE. RELDCAT Sﬁé‘{JﬁTING S1-1 (36 IN. x 36 IN.) AND Wi6—7p €21 IN. x 15 IN.) SIGNS (#30 & # _ —— EXISTING &= ST
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i : ) , LL. RELOCATE EXISTING S1=1 (36 IN. x 36 _IN.) AND Wi6-Tp (21 IN. x 15 IN.) SIGNS (#24 & #25) AND SUPPORT AS SHOWN. UTILITY LEGEND , 27} W
K, QEﬂ%E Ei‘&émg E%EEEAEELL%SETILL SEED AND MULCH m ?EgﬂgXELEééﬁgéE%AggAégg%L%Yggmgimgagg CONCRETE CURB AND GUTTER (STANDARD NO. MD 620.02 TYPE 'A’). 50 5D STORM DRAIN <>$ ® AE%// (_)ﬂ/(‘l;?mm v|ﬁma| DESIGNED BY 11 Lane (CEl COUNTY Anne Arunde
X. REMOVE EXISTING PAVEMENT MARKINGS. . .
: - g 00. REMOVE EXISTING SIDEWALK AND INSTALL 5 INCH CONCRETE SIDEWALK. G G GAS MAIN s DRAWN BY LOGMILE 02000240.68
» Y HE% Eé,{,ﬁﬂ{¥GTgAEggSEEED%igENuESETQSDCKg%hE?‘CK EXISTING INTERCONNECT CABLE HEADING SOUTH AND RE-FEED IN PP. égSTaBLngTESTABLE WARNING SURFACE CLAY BRICK PAVERS WITH THE PLACEMENT IN ACCORDANCE WITH STANDARD W W WATER MAIN ASSTvDN-CH'E\F%\?‘ 2/26/2004 - 2ag
) | Z- USE EXISTING HANDHOLE AND ADJUST FINAL GRADE. DISCONNECT AND PULL BACK EXISTING FIREHOUSE PUSH BUTTON CABLE . - 40. RRZ CHECKED BY TIMS NO. A
O FROM EXISTING CABINET. STRAIN POLES AND SPAN WIRE AND RE-FEED IN NEW CONDUIT TO PROPDSED BASE MOUNTED CABINET. Q0. REMDVE EXISITNG SIDEWALK AND INSTALL MEDIAN CUT-THROUGH AND STANDARD TYPE A COMBINATION CURB AND 5 IN. S S SEWER MAIN ,\(3 { | l I | _
3§ AA. REMOVE EXISTING HANDHOLE. CONCRETE SIDEWALK. SEE SHEET TSP-2 FOR DETAILS. E E FELECTRIC CABLES SN SoiEE MODIFICATIONS DUE TO REVISED EAP. NO. TOD NO.
ch | BB. CAP AND ABANDON EXISTING CONDUIT. RR. RELOCATE EXISTING R7-11 SIGN (#38) AND SUPPORT AND RELOCATE EXISTING $1-1 (36 IN. x 36 IN.) AND W16-7p . A AERIAL CABLES FIRE STATION DRIVEWAY
CC. ABANDON EXISTING LOOP DETECTOR. DISCONNECT AND REMOVE LOOP DETECTOR CABLES FROM CONDUITS., HANDHOLES, (21 IN. x 15 IN.) GROUND MOUNTED SIGNS (#22) TGO PROPOSED SIGNAL POLE AS SHOWN. , 7/18/2003
. SIGNAL STRUCTURES AND CONTROLLER. S5. SAWCUT AND REMOVE EXISTING CONCRETE DRIVEWAY. INSTALL 8 IN. CONCRETE SIDEWALK PER (STANDARD NO. MD 630.02 - T T TELEPHONE CABLES
o DD. REMOVE EXISTING SPAN WIRE AND ALL ASSOCIATED EQUIPMENT. MODIFIED) TO UTILIZE 8 IN. CONCRETE IN LIEU OF ASPHALT FOR ENTRANCE TIE IN AND ELIMINATE CURB AND GUTTER. F F FIBER-OPTIC JAH | MAR | DAZ ] BRK | l TS NO. 794 G DRAWING TSP —1 QF 3 SHEET NO. i QOF 3
m TT. REMOVE EXISTING SIDEWALK RAMP AND INSTALL SIDEWALK RAMP (SEE SHEET TSP-2 FOR DETAILS). ) PFFICE DIRECTOR
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